
Quick plug-and-play installation

Support Zero-export function with Growatt inverters 

Single-phase and three-phase meter optional

SM-US-200SM-US-200

ANSI C12.20,Class 1.0

With 2 CTs

Support multiple EMS modes

Smart�Meter

�

https://us.growatt.com



 Sales Hotline :  818 800 9455  Service Hotline :  818 800 9177

Email:  usa@ginverter.com

GROWATT USA INC. Address: 9227 Reseda Blvd. #435 Northridge, CA 91324.

Accuracy Class

Model

Voltage Range 

Nominal Voltage 

Nominal Frequency 

Voltage Input Type 

Serial Reporting Interval

Nominal Current 

Dimensions(W/H/D)

Weight 

Operation Temperature Range

Relative Humidity

Accessories 

Communication

ANSI C12.20 1.0

SM-US-200

208V/240V

60Hz

88%~110%  

1P2W,2P3W

＜1s

200A

2.1/3.5/2.0 in (54.1/87.8/52 mm)

0.44lbs/0.2kg

5 ~95%Non-condensing 

2 pcs 200A Rated CT

-22°F~131°F (-30°C~55°C)

RS485

Electrical Data

Warranty 5 Years

UL 1741  CSA-C22.2 No.107.1-01,

General Data
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